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Actual measurements may vary depending upon the application and load size.

Type/ 
Model

Spec
Number

units

Weight No
Fuel No,
Trailer
lbs/kgs

Standby
kW/kVA

Prime
kW/kVA

Continuous
kW/kVA

Voltage
volts

Frequency
Hz

Fuel Tank Size 
(Useable)

gallons/liters

Fuel Consumption
(75% prime load)
gallons per hour/

liters per hour

Circuit 
Breaker

amps

Terminations
style

Sound
Rating

dba@7m

35DGBB
2000
2734

3675/1667 35/44 32/40 20/25 480/208 60 90/340 2.2/8 400 bus bars 68

40DGBC
2001
3750

3685/1672 40/50 35/44 23/29 480/208 60 90/340 2.4/9 400 bus bars 68

60DGBC
146
915

4970/2254 60/75 55/69 40/50 480/208 60/50 90/340 3.5/13 400 bus bars 68

60DGBC

2003
3751
1742
4775
2735

3865/1753 60/75 55/69 40/50 480/208 60/50 90/340 3.5/13 400 bus bars 67

C60D6RT 1855/2259 60/70 55/68 55/68 240/208/48 60 118/ 30/ 225 bus/cam 70

100DGDB

149
916

1743
3753

6235/2828 100/125 90/113 56/70 480/208 60/50 120/454 5.3/20 400 bus bars 70

C100D6RT 5200/6697 100/120 90/112 90/112 240/208/48 60 196/ 28/ 400 bus/cam 75

125DGDK
3752
5353
4443

7430/3370 125/156 113/141 70/88 480/208 60/50 120/454 7.2/27 600 bus bars 66

150DGFA
3754
1744
148

6911/3135 150/188 135/169 114/143 480/208 60/50 120/454 7.7/29 600 bus bars 72

C150D6RT 150 8800/10466 150/180 135/169 135/169 240/208/48 60 238/ 24/ 600 bus/com 75

200DGFC

150
918

3755
1745

7610/3452 200/250 180/225 160/200 480/208 60/50 120/454 10.0/38 800 bus bars 74

200DGFC 3148 8240/3737 200/250 180/225 160/200 480/208 60/50 120/454 10.0/38 800 bus bars 69
C230D6RT 8158/10038 230/287 210/262 210/262 240/208/48 60 300/ 21/ 900 bus/cam 77

250DQAB
359
919

1508
12820/5815 250/313 225/281 200/250 480/208 60/50 275/1041 11.9/45 1200 camlocks 75

300DQAF
2054
5354
4157

13420/6087 300/375 270/338 234/293 480/208 60/50 275/1041 14.0/53 1200 camlocks 74

350DQBB
360
920

1510
14400/6532 350/438 315/394 246/308 480/208 60 275/1041 16.7/63 1200 camlocks 75

500DFED 361 37000/16783 500/625 455/569 368/460 480/208 60/50 550/2082 24.3/92 2000 bus bars 76
500DFED 319 37000/16783 500/625 455/569 368/460 600 60/50 550/2082 24.3/92 2000 bus bars 76

C500D6RG 4828 22000/9979 500/625 455/569 310/388 480/208 60 800/3028 21.5/81 2000 bus bars 72
750DFHA 362 49000/22226 750/938 680/850 557/696 480/208 60/50 1750/6625 36.3/137 3000 bus bars 82
750DFHA 320 49000/22226 750/938 680/850 557/696 600 60/50 1750/6625 36.3/137 1600 bus bars 82
900DFHC 365 49000/22226 900/1125 818/1023 655/819 480 60/50 1750/6625 40.6/154 1600 bus bars 76
1000DFJD 363 52000/23587 1000/1250 900/1125 715/894 480 60 1750/6625 50.1/190 1600 bus bars 82
1000DFJD 322 52000/23587 1000/1250 900/1125 715/894 600 60 1750/6625 50.1/190 1600 bus bars 82

1000DFHD 1186 31960/14497 1000/1250 900/1125 732/915 480/208 60/50 535/2025 46.4/176 3000
mechanical lugs,

camlocks
76

1000DFHD 709 31960/14497 1000/1250 900/1125 732/915 480 60/50 535/2025 46.4/176 3000
mechanical lugs,

camlocks
76

1250DFLC 364 55000/24948 1250/1563 1100/1375 924/1155 480 60/50 1750/6625 56.5/214 2000 bus bars 82
1250DFLC 323 55000/24948 1250/1563 1100/1375 924/1155 600 60/50 1750/6625 56.5/214 2000 bus bars 82

1500DFMB
654
189

60140/27280 1500/1875 1250/1563 1001/1251 480 60/50 1750/6625 66.5/252 2500 bus bars 82

1500DFMB 2915 60140/27280 1500/1875 1250/1563 1001/1251 600 60/50 1750/6625 66.5/252 2500 bus bars 82

1500DFLE

1189
2290
714
716

60140/27280 1500/1875 1250/1563 1095/1369 480 60 1750/6625 68.0/257 2500
mechanical lugs,

camlocks
76

1750DQKB 4335 62500/28350 1750/2187 1600/2000 1450/1813 600 60 2000/7571 83/316 2500
mechanical lugs,

camlocks
81

2000DQKC

1195
2210
3801
2127
2219
2621

62500/28350 2000/2500 1825/2281 1600/2000 480 60 2000/7571 94.0/356 3000
mechanical lugs,

camlocks
81

2000DQKC 3806 62500/28350 2000/2500 1825/2281 1600/2000 480 60/50 2000/7571 94.0/356 3000
mechanical lugs,

camlocks
81 


