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> Case History
Industrial Minera Mexico, Mexico

Our energy working for you.™

Where:
Industrial Minera Mexico copper and zinc refining
facility, San Luis Potosi, Mexico

What:
11 emergency Rental Power units with capacities
from 100 kW to 1500 kW, totaling 7.1 MW

Purpose:

To provide three months of continuous power for
copper and zinc refining after failure of some of
the plant’s electrical equipment

Primary choice factors:

Rapid availability of Rental Power with sufficient
capacity to supply critical plant operations;
technical support from the Cummins Power
Generation distributor in Mexico for rapid setup,
operations and maintenance
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Cummins Power Generation Inc. helps
zinc refinery resume production with
emergency Rental Power

SAN LUIS POTOSI, MEXiICO — Industrial Minera
Mexico is one of the world’s largest zinc refiners,
annually producing 270,000 metric tons of zinc
concentrate and 104,000 metric tons of metallic
zinc. Located near the capital city of San Luis Potosi
in Mexico’s state of San Luis Potosi, the facility
was opened in 1925 as a copper ore refinery. In
1982, the company built a zinc refinery adjacent to
the copper refinery. During its more than 80-year
history, Industrial Minera Mexico has expanded and
modernized, especially during the past decade.

In early 2006, a major electrical failure at the plant
damaged rectifiers used in the zinc refining process
and halted production. Industrial Minera Mexico
immediately turned to the local Cummins Power
Generation distributor for help in restoring electrical
power to critical areas of both the zinc and copper
processing facilities to get the plant back in production.

Response was immediate

Within hours of the call, the first 1500 kW Cummins
Power Generation Rental Power unit was delivered
to the plant. “The electrical failure occurred around
midnight, and we received a call at about 11 a.m.,”
said Oswaldo Chimal, sales manager, Mexico and
Central America, Rental Business, Cummins Power



This is one of 11 trailerized emergency Rental Power units installed
at Industrial Minera Mexico.

Generation. “After assessing Industrial Minera
Mexico’s needs and determining the regional
availability of Rental Power units, we delivered the first
1500 kW units to the plant by 4 p.m. The rest of the
units began arriving later in the week, with the final
two sets delivered to the copper plant within

two weeks,” he said.

“Cummins Power Generation responded to
this emergency very quickly, and we had no
performance problems with the equipment.”

Most of the emergency power — 5.2 MW — was
dedicated to the zinc refining operation, while 1.9 MW
was supplied to the copper plant. The Rental Power
units included one 1500 kW, one 1000 kW, one 900
kW, four 750 kW, three 200 kW and one 100 kW.

The project was divided into two zones, which
operated independently due to the distances
between the zones.

The 1900 kW zone for the copper plant was supplied
by two generator sets operating in parallel to provide
continuous power to some critical pumps. Paralleling
of the units was simplified by the Cummins Power
Generation PowerCommand® digital master control,
which facilitated synchronization, diagnostics and
monitoring. All 11 units were supplied by a 42,000-liter
fuel tank that was installed and constantly replenished
by Cummins Power Generation to keep the Rental
Power units operating 24/7.

“l am pleased with the service that Cummins
Power Generation provided to us,” said José
Eduardo Rodriguez Garay, an engineering manager
with Industrial Minera Mexico’s zinc facility.
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Some generator sets were paralleled to provide power for separate
zones within the zinc refinery and the copper refinery.

“They responded to this emergency very quickly,
and we had no performance problems at all with
the equipment.”

Maintenance was crucial

Because all the Rental Power units had to run
continuously for the three months it would take

to correct the original electrical problem, proper
maintenance of the units was crucial. Chimal said,
“The unit maintenance was performed by our
Cummins Power Generation distributor in Mexico
and some technicians directly from Cummins Power
Generation’s assembly plant in San Luis Potosi.”

“We did the maintenance in such a way
that we never interrupted the operation
of the plant.”

Due to continuous operation, preventive maintenance
was performed every 250 hours, or about every

10 days. The maintenance procedure included oil
changes and replacement of air, oil, fuel and water
filters. It also included a full review of all mechanical
and electrical parameters. “We did the maintenance in
such a way that we never interrupted the production
of the plant,” Chimal said. “Every single maintenance
operation was performed to avoid any unexpected
failure or unscheduled stop.”

Thanks to the quick response of the Cummins Power
Generation team, Industrial Minera Mexico was able
to maintain zinc and copper production without
interruption.

For more information about Rental Power or other
energy solutions, contact your local Cummins
Power Generation distributor or visit
www.cumminspower.com/rental.

Power
Generation

&




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


